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1 . C u t  3 c m  t h i c k  t i m b e r  p l a n k s  t o  t h e  f o l l o w i n g  s i z e s  f o r  t h e  o u t e r  

f o r m w o r k  o f  t h e  b a s e :  

 

 

 

 

Formwork Construction  
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2 . O n  a  f l a t  s u r f a c e ,  a s s e m b l e  t h e  t i m b e r  p l a n k s  f o r  t h e  o u t e r  f o r m w o r k  o f  

t h e  b a s e  a s  f o l l o w s .  

 

 

 

 

Formwork Construction  

N O T E :  

 

 

Ta k e  c a r e  t o  n o t  h a m m e r  t h e  n a i l  a l l  

t h e  w a y  i n  t o  a l l o w  f o r  e a s y  f o r m w o r k  

r e m o v a l  l a t e r .  

 

 

 



3 . C u t  s t e e l  m e s h  t o  t h e  f o l l o w i n g  s i z e :  

 

 

 

 

 

 

4 . C u t  p l a s t i c  p i p e  t o  t h e  f o l l o w i n g  s i z e  f o r  u s e  a s  s p a c e r s :  

 

 

 

5 . C u t  a n d  b e n d  a  1 0 m m  d i a m e t e r  s t e e l  b a r  t o  t h e  f o l l o w i n g  d i m e n s i o n s :  

 

 

 

 

 

 

 

 

 

 

 

 

 

Formwork Construction  
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6 . C u t  ½  i n c h  s t e e l  p i p e  t o  t h e  f o l l o w i n g  d i m e n s i o n s  a n d  u s e  t h r e a d  c u t t e r  

o n  b o t h  e n d s :  

 

 

 

7 . C o l l e c t  ½  i n c h  p i p e  f i t t i n g s  a n d  a s s e m b l e  p i p e  a s  f o l l o w s :  

 

 

 

 

 

Formwork Construction  

62cm 30cm 

To be fitted on later, after 

fixing pipe in place in the 

formwork 

N O T E :  

 

 

U s e  t a p e  a t  
a l l  
c o n n e c t i o n s  
a n d  s c r e w  
t i g h t l y  t o  
p r e v e n t  
l e a k a g e  o f  
w a t e r .  

 

 

 



8 . C u t  3 c m  t h i c k  t i m b e r  p l a n k s  t o  t h e  f o l l o w i n g  s i z e s  f o r  t h e  i n n e r  

f o r m w o r k  o f  t h e  b a s e :  

 

 

 

 

Formwork Construction  
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9 . P l a c e  s p a c e r s ,  s t e e l  m e s h ,  a n d  L - s h a p e d  s t e e l  b a r  i n s i d e  f o r m w o r k  a n d  

a s s e m b l e  i n n e r  f o r m w o r k  o n  t o p  o f  s p a c e r s ,  s t e e l  m e s h ,  a n d  L - s h a p e d  

s t e e l  b a r  a s  f o l l o w s :  

 

 

 

 

Formwork Construction  

NOTE: 

Take care to not 

hammer the nail 

all the way in to 

allow for easy 

formwork 

removal later. 

NOTE: 

Hammer the 

nail all the way 

in to avoid 

having the nail 

protrude into the 

actual concrete 

structure 

10cm 

10cm N O T E :  

 

 

L - s h a p e d  s t e e l  

b a r  s h o u l d  b e  

u n d e r  s t e e l  

m e s h .  

 

 

 



1 0 . P u t  p i p e  i n  p l a c e ,  f i t  r e m a i n i n g  p i p e  t h r o u g h  h o l e  i n  t h e  b a s e  

f o r m w o r k ,  a n d  f i t  r e m a i n i n g  p i p e  f i t t i n g  o n  t o  e n d  o f  p i p e  e x t e n d i n g  

b e y o n d  f o r m w o r k .  

 

 

 

 

 

 

 

1 1 . Ti e  p i p e  t o  L - s h a p e d  s t e e l  b a r  u s i n g  s t e e l  w i r e s .  

 

 

 

 

 

Formwork Construction  

N O T E :  

 

 

U s e  t a p e  a t  a l l  

c o n n e c t i o n s  a n d  

s c r e w  t i g h t l y  t o  

p r e v e n t  l e a k a g e  

o f  w a t e r .  

 

 

 



1 2 . C u t  3 c m  t h i c k  t i m b e r  p l a n k s  t o  t h e  f o l l o w i n g  s i z e s  f o r  t h e  f o r m w o r k  f o r  

t h e  p o s t :  

 

 

 

 

Formwork Construction  
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1 3 . A s s e m b l e  f o r m w o r k  f o r  p o s t  a s  f o l l o w s ,  e n s u r i n g  t h e  t a p  e n d  o f  t h e  p i p e  

c a n  f i t  i n t o  t h e  o p e n i n g  m a d e  i n  t h e  f o r m w o r k  f o r  t h e  p o s t ,  a n d  i n s e r t  

s m a l l  b l o c k  i n t o  o p e n i n g  i n  f o r m w o r k  a b o v e  t a p .  

 

 

 

 

Formwork Construction  

NOTE: 

Take care to not 

hammer the nail 

all the way in to 

allow for easy 

formwork 

removal later. 

29cm 29cm 

small block 

to be 

inserted into 

opening in 

formwork 

above tap 



1 4 . F i x  p i p e  u n d e r  s t e e l  m e s h  u s i n g  s t e e l  w i r e s  

 

 

 

Formwork Construction  

N O T E S :  

 

 

Å M a k e  s u r e  p i p e  

a n d  t a p  a r e  

v e r t i c a l  

 

 

Make sure 

pipe and tap 

are vertical 

Å M a k e  s u r e  t h e r e  i s  a  g a p  b e t w e e n  

t h e  e d g e  o f  t h e  m e s h  a n d  t h e  

f o r m w o r k  o n  a l l  f o u r  s i d e s .  D O  

N O T  a l l o w  m e s h ,  L - s h a p e d  s t e e l  

b a r ,  a n d  p i p e  t o  t o u c h  f o r m w o r k .  

 

 

gap gap 

gap 

gap 

Å P o s i t i o n  p i p e  s o  t h a t  t h e  

i n n e r  e d g e  o f  t h e  f o r m w o r k  

i s  a t  t h e  c e n t e r  o f  t h e  

c o n n e c t i n g  f i t t i n g ,  i n  o r d e r  

t o  e n s u r e  t h a t  t h e  t a p  

e x t e n d s  a p p r o p r i a t e l y  

b e y o n d  t h e  c o n c r e t e  

s t r u c t u r e .    

 

 


